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We present a method for recording on-axis color digital holograms in a single shot. Our system performs
parallel phase-shifting interferometry by using the fractional Talbot effect for every chromatic channel
simultaneously. A two-dimensional binary amplitude grating is used to generate Talbot periodic phase
distributions in the reference beam. The interference patterns corresponding to the three chromatic
channels are captured at once at different axial distances. In this scheme, one-shot recording and digital
reconstruction allow for real-time measurement. Computer simulations and experimental results
confirm the validity of our method. © 2011 Optical Society of America
OCIS codes: 090.1705, 090.1995, 070.6760, 050.5080.
1. Introduction
Digital holography is a convenient technique to re-
cord and reconstruct the complex amplitude distribu-
tion associated with diffracted light beams. Through
digital recording and processing procedures, it has
been possible to develop new systems for a variety
of applications such as three-dimensional (3D) imag-
ing, microscopy, interferometry, or information secur-
ity [1]. In principle, phase-shifting techniques are
among the most efficient in terms of spatial resolu-
tion to record digital holograms [2]. However, they
generally require sequential acquisition of interfer-
ence patterns with different phase retardations of
the reference beam, which is what prevents real-time
measurement. Several techniques for time-resolved
dynamic interferometry have been developed allow-
ing one-shot operation and acquisition times only
limited by the sensor capabilities [3–7].
On the other hand, a number of digital holographic
techniques deal with color objects by using either off-
axis [8–10] or phase-shifting interferometry [11].
Color digital holography presents additional chal-
lenges than single wavelength operation, owing to
the dependence on wavelength of light propagation
and phase-shifting techniques. Nevertheless, as in
monochromatic applications, several procedures for
dynamic color digital holography have been proposed
based on parallel phase-shifting techniques [12].
They allow capturing digital holograms from color
objects in one-shot operations under polychromatic
illumination.
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Recently, a new method for recording on-axis digi-
tal holograms in a single shot with parallel phase-
shifting techniques has been presented by our group,
and it has been confirmed by experimental results
[13]. The proposal is based on the fractional Talbot
effect provided by two-dimensional (2D) black-and-
white gratings [14]. Numerical simulations based on
a related method that takes advantage, as well, of
the Talbot effect for performing one-shot digital
holography, has been reported [15,16]. However, un-
like this proposal and many other parallel phase-
shifting techniques, our approach does not require
complex diffractive optical elements or periodic pixe-
lated polarization devices (including retarders),
which are difficult to build and hard to integrate with
the CCD sensor.
In this contribution, we extend our technique to
the recording and reconstruction of color digital ho-
lograms under polychromatic illumination. The sys-
tem is based on the polychromatic fractional Talbot
effect exhibited by a simple 2D binary amplitude
grating. The grating codifies the reference beam of
an interferometer and generates the same periodic
phase distribution, with uniform irradiance, at a dif-
ferent axial distance for each spectral component of
the incident light. Because of the properties of the
Talbot effect, the technique intrinsically guarantees
the proper phase shifting for every spectral com-
ponent, though at different planes. This reference
field interferes with the object diffraction pattern
to be measured. In the proposed scheme, a modified
3-CCD color sensor records the interferogram for
each chromatic component. By sampling and proces-
sing this color pixelated phase-shifted interferogram,
we are able to measure the amplitude and phase of
the object light field for each chromatic channel, thus
allowing for time-resolved dynamic operation.
The remaining of the paper is organized as follows:
In Section 2, we explain the basis of our Talbot color
digital holography technique. Section 3 presents nu-
merical simulations testing the capabilities of the
method; whereas, experimental results are reported
in Section 4. Finally, in Section 5, we summarize the
conclusions of our work.
2. Talbot Digital Holography with Polychromatic Light
Parallel phase-shifting techniques offer single-shot
recording by means of generating a phase distribu-
tion with at least three relative phase shifts in differ-
ent cross-section areas of the reference beam. Our
single-shot digital holography technique creates a
periodic phase distribution in the reference beam
on account of the fractional Talbot effect, so that the
interference between the object beam and a three-
step periodic phase modulation in the reference
beam provides the information to retrieve the object
complex amplitude distribution.
When a grating is illuminated by a monochromatic
coherent parallel light beam, replicas of the grating
appear periodically at distances multiple of the so-
called Talbot distance. At fractions of the Talbot dis-
tance, Fresnel images, the superposition of shifted
replicas of the grating weighted by different phase
factors, appear [14]. In principle, light diffraction by
free-space propagation exhibits a strong dependence
on the wavelength of the incident beam. However,
under parallel polychromatic illumination, an ampli-
tude 2D grating generates the same Fresnel image,
and with the same scale, for each spectral component
of the incident light, but located at a different axial
distance. Fresnel images are obtained at distances
z0ðλÞ ¼ 2d
2
λ

qþ n
m

¼ zt

qþ n
m

; ð1Þ
where d is the period of the grating, λ is the wave-
length corresponding to each chromatic channel, zt
is the Talbot distance, q is an integer, and n and m
are natural numbers with no common factor. For
achieving the simplest 2D periodic phase distribu-
tion with three phase steps, we consider n=m ¼
1=4 [13] together with an opening ratio of the binary
grating of 1=4. This Fresnel image exhibits uniform
irradiance and a periodic distribution, with period d,
Fig. 1. (Color online) Generation of Fresnel images by a 2D am-
plitude grating under polychromatic illumination. (a) The corre-
sponding Fresnel image for each spectral component presents
the same scale, but is located at a different axial distance.
(b) The relative phase distribution in the unit cell is the same
for each chromatic channel.
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of different relative phases 0, π=2, and π. A similar
Fresnel image is obtained with n=m ¼ 3=4. Thus,
with the aid of the fractional Talbot effect, phase-only
modulation is achieved in the reference beam. The
Fresnel images associated with these parameters
for the red (R), green (G), and blue (B) chromatic
channels are shown in Fig. 1(a). The same periodic
phase distribution with uniform irradiance is ob-
tained for all the spectral components, although at
different axial distances. Fig. 1(b) shows the values
of the relative phase in the unit cell of the periodic
phase distribution for the three wavelengths that
provide the chromatic channels R, G, and B. There-
fore, our technique provides the same phase-shifting
steps (0, π=2, and π) for the three wavelengths by
using a single element in a very simple way.
Figure 2 shows one of the possible configurations
to perform Talbot digital holography with polychro-
matic light, a Mach–Zehnder interferometer. A poly-
chromatic laser beam is spatially filtered, collimated,
and split into two uniform plane waves. The object
beam illuminates the input object, and the light scat-
tered travels toward the 3-CCD detector through the
second beam splitter. The reference beam is dif-
fracted by the 2D binary amplitude grating providing
a periodic three-step phase distribution by the
fractional Talbot effect. A 3-CCD camera captures
the interference for each chromatic channel simulta-
neously. Each sensor of the 3-CCD camera has to be
shifted axially by a small amount, with respect to the
others, in such a way that they record the same
Fresnel image for the three chromatic components.
Therefore, we record three Talbot phase-shifted in-
terferograms in one shot, each one for a different
chromatic component.
To obtain the digital hologram from the corre-
sponding Talbot phase-shifted interferogram we
proceed in the following way for each chromatic com-
ponent, as reported in detail in [13]. First, we sample
the recorded interferogram periodically at the loca-
tions with constant reference phase, according to
the periodic phase distribution given by the Fresnel
image. Second, for the three resulting images, one for
each phase, we find, by interpolation, the values of
the irradiance at the spatial positions without infor-
mation. In this way we obtain three full phase-
shifted interferograms, with relative phase 0, π=2,
and π. Next, we combine these interferograms
Iðx; y;ΔφÞ, withΔφ ¼ 0, π=2, and π, through a phase-
shifting algorithm to obtain the object complex am-
plitude distribution Oðx; yÞ. It is worth remarking
that this process has to be performed in parallel
for the three chromatic channels. Because the Fres-
nel image of interest for each wavelength is located
at a slightly different axial distance, the output plane
position is different to the same extent for each chan-
nel. The phase-shifting algorithm employed for each
chromatic channel obeys the following relation:
Oðx; yÞ ¼ 1
4
fIðx; y; 0Þ − Iðx; y; πÞ
þ i½2Iðx; y; π=2Þ − Iðx; y; 0Þ − Iðx; y; πÞg: ð2Þ
Finally, we reconstruct the complex amplitude dis-
tribution generated by the color object numerically
by back propagating each chromatic component of
the digital hologram by the appropriate distance.
3. Numerical Simulations
We have carried out numerical simulations to check
the validity of our single-shot method for recording
and reconstructing color digital holograms. Three
parallel light beams with wavelengths λ ¼ 488,
514.5, and 647nm were considered. They illumi-
nated a 2D color object, the Universitat Jaume I
(UJI) logo, located at a distance of ∼400mm from the
camera. The sensor is supposed to have three CCDs,
each withNx ×Ny ¼ 1024 × 1024 pixels with a size of
Δx ¼ Δy ¼ 9 μm. The 2D binary amplitude grating
had an open ratio equal to 0.25 and a period of
d ¼ 18 μm, double of the pixel size, in both dimen-
sions, and located in the reference beam of the inter-
ferometer. The exact distance from the grating to
each CCD depends on the Talbot distance for each
wavelength, according to Eq. (1). Talbot distances
Fig. 2. (Color online) Setup for the recording of digital color holograms based on the fractional Talbot effect.
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are zt ¼ 1:33, 1.26, and 1:00mm, for 488, 514.5, and
647nm, respectively. We assumed q ¼ 10 and
n=m ¼ 3=4. The diffraction patterns generated by
the 2D object at the output planes and the Fresnel
images generated by the grating were evaluated
by using the propagation transfer function method.
From the interference patterns of those fields, an in-
terpolated interferogram was generated for each
phase shift and for each chromatic channel. The di-
gital holograms for each color were then determined
using Eq. (2) and finally, the object diffraction pat-
terns were reconstructed at their initial position.
Figure 3 shows the process of hologram reconstruc-
tion. The UJI logo was decomposed in the R, G,
and B channels, as displayed in Fig. 3(a). Figure 3(b)
shows the irradiance distribution associated with
each interferogram at the output plane of the Talbot
color digital holography system, that is obtained by
the interference between the Fresnel diffraction pat-
terns of the 2D object and the Fresnel image of the
grating. The holograms evaluated according to the
phase-shifting algorithm are shown in Fig. 3(c).
Figure 3(d) presents the reconstructed images of the
objects obtained by computing the inverse Fresnel
diffraction pattern from the corresponding digital ho-
logram. Note that the object is clearly reconstructed.
The pixelated character of the recorded interfero-
grams, due to the periodicity introduced by the frac-
tional Talbot effect, can be observed in Fig. 4(a),
where a magnified image of the highlighted area in
Fig. 3(b) is shown. Also, a magnified part of the green
hologram, highlighted in Fig. 3(c), is displayed in
Fig. 4(a), after interpolation and evaluation of the
hologram through the phase-shifting algorithm.
Finally, Fig. 5 compares the initial object, the UJI
logo. The original logo can be seen in Fig. 5(a). In
Fig. 5(b) the color reconstruction, which has been
synthesized from the three chromatic channel recon-
structions, is shown. The simulated reconstruction is
highly similar to the original object. Nevertheless,
the reconstruction may be somehow impaired when
more restrictive conditions apply. For instance, in
some of the simulations, a random phase mask
was attached to the binary images in order to spread
the diffraction patterns at the output plane. In that
case, the reconstruction obtained is presented in
Fig. 5(c).
4. Experimental Results
To perform experiments for validating the method,
we assembled a Talbot digital holographic system,
like the setup shown in Fig. 2, using aMach–Zehnder
interferometer. The light source was an Ar–Kr laser
emitting three wavelengths with 488, 514.5, and
647nm, thus providing three chromatic channels.
The amplitude mask was a binary square grating
(with a size of 2 cm × 2 cm and a period of 72 μm)
manufactured by direct laser lithography on a
chrome photomask. In our experiment, the period
of the grating was as large as 8 times the sensor pixel
size, in order to alleviate experimental restraints. In
this way, each square of constant phase had a size of
36 μm × 36 μm, corresponding to 4 × 4 pixels of the
camera. Therefore, the resolution of our final holo-
gram (with only 512 × 512 complex values) is 4 times
lower than the maximum achievable.
The object, the UJI logo, was printed in a color
transparency. Instead of a 3-CCD color camera, we
used a single monochromatic CCD camera with
4Mpixel that operated sequentially for each laser
line. The CCD camera was located at a slightly dif-
ferent axial distance for each chromatic component
in order to record each interferogram in a proper
way. Even if the three interferograms have been
recorded sequentially, the results are entirely com-
parable to those achievable with a 3-CCD camera
Fig. 3. Simulation of hologram reconstruction showing for each
chromatic channel: (a) 2D object, (b) interferogram, (c) interpolated
hologram, (d) reconstructed image.
Fig. 4. Magnified image of the highlighted areas in Fig. 3, corre-
sponding to the G channel, for (a) the interferogram (showing the
pixelated structure) and (b) the interpolated hologram.
Fig. 5. (Color online) Simulation of hologram reconstruction.
(a) Original color object. (b) Reconstructed object. (c) Reconstructed
object when considering a random phase at the object plane.
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in a single shot. By choosing a different Fresnel
image index q for some wavelengths, the axial dis-
tance between the phase distributions provided by
the different wavelengths can be reduced. In fact,
in our experiment, we chose q ¼ 8, n=m ¼ 1=4 for
the B channel, but q ¼ 8, n=m ¼ 3=4 for the G chan-
nel, and q ¼ 10, n=m ¼ 3=4 for the R channel. Then,
the R channel sensor was located at 172:3mm from
the 2D grating and the B and G sensors were dis-
placed þ3 and þ4mm, respectively, with respect to
the R channel sensor. Once the digital holograms
were processed, images of the object were recon-
structed evaluating the Fresnel diffraction integral
in a computer, by using a fast Fourier transform al-
gorithm for each chromatic component. The results
are shown in Fig. 6. The reconstructed images for
channels R, G, and B are displayed in Figs. 6(a)–6(c),
respectively. The synthesized color reconstruction is
presented in Fig. 6(d). The quality of the recon-
structed image is affected by both the limited resolu-
tion imposed by the period of the grating and the
random phase introduced by the color transparency.
These results confirm the validity of the approach,
allowing single-shot color digital holography.
5. Conclusions
We have proposed a method for recording and recon-
structing color holograms in a single shot by phase-
shifting interferometry, using the periodic phase
distribution provided by the fractional Talbot effect
of a 2D grating. The approach, recently reported
for a single wavelength, is extended to color systems
owing to the chromatic properties of Fresnel images,
i.e., the same periodic phase distribution in the refer-
ence beam is generated for different wavelengths,
though in different axial positions. The simultaneous
recording of the holograms corresponding to each
chromatic channel can be accomplished with a mod-
ified 3-CCD sensor. In our results, though, as a proof
of principle, they have been recorded sequentially.
The system assures direct color operation, and over-
comes some classical complications of color digital
holography. The time resolution for recording and re-
construction of color holograms with our method is
only limited by the sensor acquisition time and the
numerical processing, but it is independent of any
factor inherent in our approach. Consequently, it
allows dynamic operation with an in-line configura-
tion. Furthermore, there is no need for special phase
diffractive elements nor complex pixelated polariza-
tion devices, which is advantageous because minia-
ture polarizing or retarding elements are difficult
to build and hard to integrate with the CCD sensor.
On the contrary, the codifying mask is very simple
and is an off the shelf item. This element is not sen-
sitive to the wavelength. In addition, the system does
not depend on polarization.
Our method presents some limitations. As in the
monochromatic version, the increase in time resolu-
tion is at the expense of a decrease in spatial resolu-
tion. However, this is common in most dynamic or
parallel holographic methods based on spatial divi-
sion multiplexing. Also, a fraction of light is lost by
absorption in the periodic mask, but this can be an
advantage in order to equalize the irradiance level
of object and reference beams at the sensor plane.
The simulations and experiments presented in
this paper were performed with 2D color objects. We
will extend the system to 3D scenes in future work.
Besides, the results could be further improved by
using gratings with a smaller period that is better
adapted to the sensor pixel size. Nevertheless, com-
puter simulations and experimental results confirm
the feasibility and flexibility of our method.
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